
TECHNICAL SHEET
INSULATED SCREWDRIVERS WITH MIXED TIP Réf.:
9103521001

Caracteristics

Complies with EN 60900.
Conformity of the products and the manufacturing process to the standard is certified by the VDE-GS inspection body.

PERFORMANCE AND COMFORT
The mixed pozidriv slot is perfectly suited to screws used on electrical equipment (terminal blocks, contactors, relays,
circuit breakers, boxes, etc.).
It prevents damage to screw heads thanks to a perfect grip between the screwdriver and the screw.
Chrome vanadium molybdenum steel blade for longer life.
The ergonomic handle with 2 materials and hexagonal shape provides power and grip for intensive use.
The shape of the handle prevents the screwdriver from rolling and falling when placed on a slightly inclined flat surface.

SAFETY.
The screwdriver markings guarantee this quality: 1000 V AC and VDE-GS.
Tools for working with voltages of 1000 V AC and 1500 V DC.
The insulation of each screwdriver is tested at 10,000 V.
For each production batch, a sample of products is subjected to destructive impact, insulation adhesion, insulation
penetration and flame propagation tests.

SPEED.
Slim screwdriver body for fast approach.

Product data

Type L mm l1 mm L2 mm ØDa mm Db mm ØDc mm  g G Artikelnr. EAN
Code

PZF1 198 100 16 4,5 28 6,3 45 G10 9103521001 1 3303809013163



TECHNICAL SHEET
INSULATED SCREWDRIVERS WITH MIXED TIP Réf.:
9103521001
Type L mm l1 mm L2 mm ØDa mm Db mm ØDc mm  g G Artikelnr. EAN

Code
PZF2 232 125 16 6 33 7,8 80 G10 9103531001 1 3303809013170
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