
TECHNICAL SHEET
12-POINT SOCKET 1/4'' Réf.: 9216C30001

Caracteristics

RESISTANCE: The squares sharp edges suppression increases their resistance. ERGONOMY: The socket handling is easy
thanks to its external shape adequate to a good grip. The form of the sockets is marked so that they can be found
easily. 12 sides for powerful tightening in narrow spaces. Chrome vanadium steel, best material for sockets and other
accessories. Hardness: 40 to 46 HRC: Long durability.

Product data

Dim mm ØDb mm ØDa mm L mm  g
Garantie (nb
d'année) / G Ref. Code EAN

3,2 11,85 6 25 9 E 9216C30001 5 3303809216038
4 11,85 6,8 25 9 E 9216040001 5 3303809216045

4,5 11,85 7,4 25 10 E 9216B40001 5 3303809216014
5 11,85 8 25 10 E 9216050001 5 3303809216052

5,5 11,85 8,7 25 10 E 9216A50001 5 3303809216557
6 11,85 9,3 25 11 E 9216060001 5 3303809216069
7 11,85 10,8 25 11 E 9216070001 5 3303809216076
8 11,85 11,5 25 11 E 9216080001 5 3303809216083
9 12 12,85 25 12 E 9216090001 5 3303809216090

10 12 14,35 25 17 E 9216100001 5 3303809216106
11 14 15,85 25 17 E 9216110001 5 3303809216113
12 14 16,85 25 18 E 9216120001 5 3303809216120



TECHNICAL SHEET
12-POINT SOCKET 1/4'' Réf.: 9216C30001

Dim mm ØDb mm ØDa mm L mm  g
Garantie (nb
d'année) / G Ref. Code EAN

13 14 17,85 25 24 E 9216130001 5 3303809216137
14 14 19,7 25 28 E 9216140001 5 3303809216144
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